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The Township Collection offers the warmth and beauty of the real wood carriage house
doors that conveniently operate overhead, just like conventional garage doors.
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Model TMO4S, 3-Panel Design

Model T1025, Custom Mullion Width

nwdusa.com NORTHWEST DOOR® ..

800-522-2264 Northwest Door, Inc - PO Box 44605 - Tacoma, WA 98248 =~
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Model TOOBS, 7' High 3-Section




I W ns h i p The Township Collection™ offers two door styles; the “T" model which replicates
COLLECTION old swing type cam_age house doors and “TM" models, side folding type doors.

T" Model

= _——m; Clear Annealed Glass
Shiplap Wearher Jalnt

- ..‘/ 1-3/8° Wood Frame a—i-.

- .K " Luan Plywood Panets

'T miodel single car doors are 2 panals

“TM" Madel TM" Designs
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TM model single mmamSpaneis

wide, double car doors 4 panels wide, o wide, double car doors 6 panels wids,
7' high door = 3-section, 8 high = 4-section, 7' high door = 3-zection, B high = 4-section,
standard window seclion height = 28° standard window sechion height = 267
Construction:

The Township Collection is constructed with a 1-3/8" finger-jointed Hem/Fir wood frame using Mortise & Tenon Joints. Wood panels are 1/4* exterior
Luan Plywood; windows glazed with 1/8" clear single pane DSB annealed glass. Doors are available up to

18" wide and 12' high; doors 12' to 18' wide have the interior side of the botlom section flushed with 1/4” -

Luan Plywood for additional strength. Designs with arched windows are 15'-0" radius standard, one arch

on single car doors and two arches on double car doors. You may also select 58'-0" radius arch on double  Doubie Car-2 Arches Dhcibia Ut T Archy
car doors. Doors are equipped with standard lift 15" radius torsion spring hardware; heavy gauge galvanized hinges and nylon rollers, manual push-up.

Options: (1) Solid Rail Frame, non finger-jointed, suitable for staining {8) Cedar or Hem/Fir Raised Fanels
(2) Exterior Glued 1/4* Breckenridge Plywood, rough textured {8) Non Standard Widths and Heights
{3) Flush interior of bottom section with 1/4” Luan Plywood (10) Prime Painting
{4) Flush back of door and insulate with polystyrene insulation {11) Low Headroom and High Lift Torsion Hardware
{5) Many single pane glass styles and colors, annealed and tempered {12) Decorative Hardware, see af www.nwdusa,com
{6) Custom Arched Windows, template must be provided by buyer {13) Garage Door Openers, by LiftMaster®
{T) Aladdin Window Detail, R

08 lite window shown:

“T" Designs

TID4A T108A

T2045
TV4S

TO06S
TI01A T1028 Ti024 T1035
T2015 T201A TZ044 T20685 TH0EA
TI03A TI06S
TADS TADA TADZA TAD4A ADES
TVO1S TWO1A TWildA TWOES TWOEA
TADES THOGA
Note: All doors come standand pal nrgracre face -.rfdu:n is zanded and requires fﬁ‘d finish sanding prior fo spplcation of door fnish. Al no ime should a wood doar gf! wet prior fo applying
firish amd must be frished prior fo installation. AN swiaces and edoes must be finished fo validate NWD W:I'_'H'.I Door Warrandy  Soe warranly for proper painfing ard fnishing instruclions
As @ nahra charactarshc of wood, componants of s product wall nod match in color ar grain paftem, to achieve desired resulls speoral staining fechinics are required when applying finish
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